FINISH GRADE OR TOP OF
MULCH

SPECTRUM 360 SPIKE
(ANTELCO).

@ 1/4” DISTRIBUTION TUBING

VINYL (ANTELCO) LENGTH
AS NEEDED.

SUBTERRANEAN EMITTER
BOX: RAIN BIRD SEB—-6X

PRESSURE REGULATING, 9
OUTLET, MICRO MANIFOLD,

(ANTELCO) #51305.

CLEAN SOIL, AMENDED OR
NATIVE — FREE OF ROCK
AND DEBRIS.

NIPPLE, PVC SCHB80,

3/4"xLENGTH AS NEEDED.

TEE/EI_BOW, PVC SCH40,

(SOCKET x 3/4” FIPT),
SEE PLAN FOR SIZE.

NOTE:
FILTER /PRESSURE REGULATOR k@%&iﬁéngE%?EEE PLAN
MANIFOLD IS FACTORY SET AT 25 PSI. ’

NOTE: ANTELCO SPECIFICATIONS 1/2 CU. FT. 3/4 —INCH

WASHED ROCK
ARC MOD# DIAMETER GPH @ PSI

360° CIR 32095 12.3—FT 22.0 @ 25

@ PR MANIFOLD WITH SPECTRUM™ 360° SPIKE

N.T.S. DETAIL—FILE



