
TM
Midi Drip  Dripper

4 lph dripper with barb and spike options. For efficient delivery of water to 
individual plants in pots and gardens. 

Features
Ÿ Take apart for easy inspection and cleaning.
Ÿ Barb model for direct insertion into tubing.
Ÿ Spike model to anchor Midi Drip™ at the plant.

Applications
Shrubs and flowers, fruit trees, vines and tomatoes in a wide range of situations 
from home gardens to large scale nurseries.

Performance Chart

Pressure (kPa) Flow (lph)

50 2.6

75 3.2

100 4.0

125 4.6

150 5.2

MINIMUM FLOW PATH DIMENSION (mm) 0.5 x 0.6

Base Type
Order
Code

Pack 
Quantity

Packs Per 
Carton

Carton
(kg)

Barb 4 mm 30145 100 80 12.7

Spike 4 mm 30195 25 50 6.4

TMOrdering Information - Midi Drip

Flow Rate

TMMidi Drip
Barb 4 mm

Specifications
TMMidi Drip

Spike 4 mm

Dimensions Assembled Barb Spike UV Stabilised Material Base/Connection Type

HEIGHT 17 mm 123 mm BODY polypropylene

LENGTH 35 mm 49 mm KEY polypropylene INLET     barb 4 mm

WIDTH 9 mm 9 mm SPIKE polypropylene

WEIGHT (approx.) 1.5 g 4.6 g
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